Core Configuration Manager (CCM)

Configuration Software for FreeSpeak Edge Base Station and Arcadia
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CCM Configuration Software

The Core Configuration Manager (CCM™) is an
integrated, browser-based software utility for enabling

« Browser-based configuration tool rapid setup, configuration and monitoring of Clear-Com

e Supports latest versions of all major Systems
web browsers ‘

e Multiple administrator monitoring
e System global health status page

e Diagnostics logs

e Password protected

Key Features and Benefits

Description

The Core Configuration Manager (CCM) for the FreeSpeak Edge® Base Station
and the Arcadia® Central Station has an intuitive user interface with a consistent
design for a quick and simple means of configuring the base station with role-
based beltpacks, including save and restore, text messaging, individual beltpack
and group call signal and remote mic kill. From the status page, the user can see
key statuses of all volume levels from all beltpacks in one view.

Role-based Configuration

Arole is a labeled configuration set which can be assigned to any device of the
same type within the system, either by the system administrator or an operator (if
enabled). The configuration of system endpoints using roles is not only an intuitive
method of configuring and managing devices, but also enables the repurposing of
hardware and rapid deployment of devices within a system.

In this version of the CCM, roles can contain two different kinds of beltpacks (i.e.
FreeSpeak I1® and FreeSpeak Edge). The system intelligently routes the audio to

Technical Specifications

Supported Browsers (latest versions)
Chrome

Safari (MacOS and iOS)

Firefox

Microsoft Edge

Opera
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Order Code

CCM s included in the following:
FSE-BASE
ARCADIA-XX-XXP

www.clearcom.com
© 2023 Clear-Com LLC. All rights reserved. Clear-Com,
FreeSpeak Il, FreeSpeak Edge, Arcadia and the Clear-Com logo

are registered trademarks of Clear-Com LLC.

Notice About Speciﬁcations | While Clear-Com makes every attempt to maintain the
accuracy of the information contained in its documentation, that information is subject to change without
notice. Performance specifications included in this document are design-center specifications and are
included for customer guidance and to facilitate system installation. Actual operating performance may vary.
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