
		  SP-3 Splitter Cable
Analog Partyline Accessories

Encore™ is a 2-wire analog partyline system with intuitive 
plug-and-play design and superior “Clear-Com Sound” 
audio clarity.

Description 
The SP-3 is a passive splitter cable for partyline intercom systems. The SP-3 allows the 
intercom cable to be split three ways for connection to additional intercom stations,  
providing a convenient and logical junction to any of the intercom system channels. 

Passive and Protocol Agnostic 
The SP-3 is entirely passive and can additionally be used for the multi-channel HelixNet 
digital powerlines, 2-wire intercom systems and line-level output splitting.

Key Features and Benefits

•	 3-way partyline intercom splitter
•	 Allows splitting of analog partyline 

intercom, HelixNet digital powerline 
intercom and as line level outputs

•	 (1) 3-pin Female to (3) 3-pin male XLR 
type connectors

•	 Passive device
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Notice About Specifications   |  While Clear-Com makes every attempt to maintain the 
accuracy of the information contained in its product manuals, that information is subject to change without 
notice. Performance specifications included in this manual are design-center specifications and are included 
for customer guidance and to facilitate system installation. Actual operating performance may vary.

WARNING: Cancer and Reproductive Harm - www.P65Warnings.ca.gov

Input 
(1) 3-pin XLR-Female

Output 
(3) 3-pin XLR-Male

Dimensions 
16.25 in (41.275 cm) long fanout per output

Weight 
1 lbs. (454g)

Technical Specifications

Order Code

SP-3


