
		  WP-6 Intercom Wall Plate
Analog Partyline Accessories

Clear-Com Encore® is a 2-wire analog partyline system with 
intuitive plug-and-play design and superior “Clear-Com 
Sound” audio clarity.

Description 
The WP-6 is a passive wall plate that allows an easy and effortless connection of a dual 
channel intercom station to an installed cabling infrastructure.

The WP-6 is flush mounted to a single gang recessed backbox (not included) with soldered 
internal connections. 

Key Features and Benefits

•	 Dual channel wall plate for analog  
partyline intercom systems

•	 (1) 6-pin Male XLR type connector with 
Switchcraft pin configuration

•	 Standard single gang size

•	 Passive device
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Notice About Specifications   |   While Clear-Com makes every attempt to maintain the  

accuracy of the information contained in its documentation, that information is subject to change without  

notice. Performance specifications included in this document are design-center specifications and are  

included for customer guidance and to facilitate system installation. Actual operating performance may vary.

WARNING: Cancer and Reproductive Harm - www.P65Warnings.ca.gov

(1) 6-pin XLR-Male -Switchcraft pin layout

Internal soldering posts for infrastructural wiring

Dimensions 
Fits Standard Single Gang Backbox (not included)

Weight 
0.5 lbs. (227g)

Technical Specifications
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1.	 6-pin Male XLR Connector
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